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PROM-modul 

På modulen sitter en mikroprocessor som bl.a. innehåller ett skriv och elektriskt raderbart minne 

(EEPROM) på 16 ord à 4 bit. Mikroprocessorn är programmerad så att modulen kan arbeta i två 

moder - PROG-mode eller ROM-mode. I den senare fungerar modulen som ett permanentminne med 

funktion enligt figur: 

Observera att modulen i denna mod har en speciell aktiveringssignal (CS  = chip select). CS  = 0 

innebär att utgångarna är aktiverade och CS = 1 bland annat att minnets utgångar blir högohmiga.  

 

I PROG-mode kan ny information skrivas in i EEPROMet. Funktionen är enligt figur: 

 

 

Modulen har 9 lysdioder och 4 tryckknappar, se figur. 

  

Med knappen MODE kan man växla mellan ROM-mode och PROG-mode. Lysdioden är tänd i 

ROM-mode. 

 

De tre knapparna PROG, INC och DEC används enbart i PROG-mode. I moden visas adress med 

tillhörande data på vardera 4 lysdioder. Data kan ökas respektive minskas med knapparna INC och 

DEC. Skrivning utförs när man trycker på knappen PROG och som en bifunktion räknas adressen 

upp. Om alla tre knapparna trycks ner samtidigt, nollställs hela minnet och som en indikering på detta 

växlas modulen över i ROM-mode. 

 

I ROM-mode visar lysdioderna adresserad minnescell och data på denna adress, förutsatt att CS är 

aktiverad. 
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LED-displaymodul 

LED-modulen visas i figuren nedan. 

  

Modulen har fyra 7-segmentsdisplayer. Segmenten är namngivna A-G och DP står för decimalpunkt.  

Med segmentingångarna A-G och DP väljs vilket eller vilka segment som skall vara tända. Ingångarna 

A och B direkt under displayerna används för att välja vilken av de fyra displayerna som skall tändas. 

Ingång A är minst signifikant bit och displayerna är numrerade i ordning 3, 2, 1 och 0. E står för 

enable och måste vara hög för att någon av displayerna överhuvudtaget ska lysa.       
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54LS153/DM54LS153/DM74LS153
Dual 4-Line to 1-Line Data Selectors/Multiplexers
General Description
Each of these data selectors/multiplexers contains invert-

ers and drivers to supply fully complementary, on-chip, bina-

ry decoding data selection to the AND-OR-invert gates.

Separate strobe inputs are provided for each of the two

four-line sections.

Features
Y Permits multiplexing from N lines to 1 line
Y Performs at parallel-to-serial conversion

Y Strobe (enable) line provided for cascading (N lines to

n lines)
Y High fan-out, low impedance, totem pole outputs
Y Typical average propagation delay times

Ð From data 14 ns

Ð From strobe 19 ns

Ð From select 22 ns
Y Typical power dissipation 31 mW
Y Alternate Military/Aerospace device (54LS153) is avail-

able. Contact a National Semiconductor Sales Office/

Distributor for specifications.

Connection Diagram

Dual-In-Line Package

TL/F/6393–1

Order Number 54LS153DMQB, 54LS153FMQB,

54LS153LMQB, DM54LS153J, DM54LS153W,

DM74LS153M or DM74LS153N

See NS Package Number E20A, J16A, M16A,

N16E or W16A

Logic Diagram

TL/F/6393–2

Function Table

Select
Data Inputs Strobe Output

Inputs

B A C0 C1 C2 C3 G Y

X X X X X X H L

L L L X X X L L

L L H X X X L H

L H X L X X L L

L H X H X X L H

H L X X L X L L

H L X X H X L H

H H X X X L L L

H H X X X H L H

Select inputs A and B are common to both sections.

H e High Level, L e Low Level, X e Don’t Care

C1995 National Semiconductor Corporation RRD-B30M105/Printed in U. S. A.
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54LS157/DM54LS157/DM74LS157,
54LS158/DM54LS158/DM74LS158
Quad 2-Line to 1-Line Data Selectors/Multiplexers

General Description
These data selectors/multiplexers contain inverters and

drivers to supply full on-chip data selection to the four out-

put gates. A separate strobe input is provided. A 4-bit word

is selected from one of two sources and is routed to the four

outputs. The LS157 presents true data whereas the LS158

presents inverted data to minimize propagation delay time.

Applications
Y Expand any data input point
Y Multiplex dual data buses
Y Generate four functions of two variables (one variable

is common)
Y Source programmable counters

Features
Y Buffered inputs and outputs
Y Typical Propagation Time

LS157 9 ns

LS158 7 ns
Y Typical Power Dissipation

LS157 49 mW

LS158 24 mW
Y Alternate Military/Aerospace device (54LS157,

54LS158) is available. Contact a National Semiconduc-

tor Sales Office/Distributor for specifications.

Connection Diagrams

Dual-In-Line Package

TL/F/6396–1

Order Number 54LS157DMQB, 54LS157FMQB,

54LS157LMQB, DM54LS157J, DM54LS157W,

DM74LS157M or DM74LS157N

See NS Package Number E20A, J16A,

M16A, N16E or W16A

Dual-In-Line Package

TL/F/6396–2

Order Number 54LS158DMQB, 54LS158FMQB,

54LS158LMQB, DM54LS158J, DM54LS158W,

DM74LS158M or DM74LS158N

See NS Package Number E20A, J16A,

M16A, N16E or W16A

Function Table
Inputs Output Y

Strobe Select A B LS157 LS158

H X X X L H

L L L X L H

L L H X H L

L H X L L H

L H X H H L

H e High Level, L e Low Level, X e Don’t Care

C1995 National Semiconductor Corporation RRD-B30M105/Printed in U. S. A.
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